
Note: When obtaining measurements, please measure from the center line of the 
bolt holes.   
Please provide an email address or a fax# in the contact information, so that we can 
forward a drawing of your edge for approval. An approved drawing is required before 
we begin production.
If you have any questions, please call us at 800.300.5463.

Bucket Edge Order Form

4625 Aircenter Circle • Reno, NV 89502 
Tel: 800.325.5463 • Fax: 775.827.6749 • www.FallLine.com • info@FallLine.com   

Once completed, fax to your FallLine Sales Representative at 775.827.6749 or email to info@FallLine.com

1.  Overall length of cutting edge (L)             .
2.  Overall width of bucket edge (6" or 8")              .
3.  Number of bolt holes             .
4.  Please provide the distances for all applicable holes
 (1) (2) (3) (4) (5) (6) (7) (8)  
 (9) (10) (11) (12) (13) (14) (15) (16)  
5. Indicate the diameter of the counterbore (D1)*             .  Indicate the diameter of the through hole (D2)              . 
6.  Distance from top leading edge of the bucket edge to the centerline of the bolt hole (H) (measure the end of the bucket  
  to the centerline of the holes in the bucket to determine this distance)              .

*Be sure to indicate a Counterbore diameter large enough for a socket to fit in.
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